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INTRODUCTION
After years of experience manufacturing
uPVC Windows and Doors, Magpro’s
commitment to quality and investment in
technical innovation and equipment has
made us a market leader in our industry.
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We are involved in every aspect of the extrusion
process, whether on the production line or in our on-site
laboratory, we are there making sure that all Magpro
products meet the highest quality standards.
Our expert fitting solutions and after-sales service is just
as important – our authorised fabricators actively ensure
lasting client satisfaction.

WHY USE OUR PRODUCTS?
Internationally, innovations within the window and door

ensure a lasting finish. Should you find that you require

sector have resulted in an enormous surge towards uPVC

service and maintenance, we advise that you contact

products. Magpro took it a step further – our research

your supplying fabricator or installer.

and development teams have devised a formulation
specifically suited to the harsh South African climate.
The purest unplasticized Polyvinylchloride (uPVC) is
enhanced with 15 microadditives, forming 20% of the
total formula to produce a resilient product suited to our
own climate.
Magpro uPVC Windows and Doors offer unparalleled

Our profiles keep the unwanted elements out: Our
multi-chambered design offers maximum soundproofing,
effective insulation and efficient drainage.
Our profiles have aesthetic appeal: Various modern
designs are available ensuring our product is not only
durable but also compliments the style of your property.

advantages making your choice a simple one:
Our profiles offer added security benefits: Our uPVC
Our profiles are durable: uPVC’s product life is

windows and doors are robustly constructed for added

estimated to be in excess of 25 years, which is not

security and peace of mind. The electro-galvanised steel

affected by coastal or saline environments. Impressively,

reinforcement in the frame, sash and transom is extremely

installations in South Africa have been monitored over

difficult to cut through or bend.

a 30-year period, and show no significant degradation.
Stabilizers are added to strengthen the profiles to give it
vital long-term stability.
Our profiles are UV resistant: Stabilizers are added
to minimize the effect of solar radiation and changes
in temperature. The addition of Titanium Dioxide (TiO2)
ensures that our uPVC products retain their brilliant white
finish.
Our profiles are virtually maintenance free: You no
longer have to worry about painting your frames! Regular
cleaning with a mild non-abrasive detergent solution will
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Our profiles do not support combustion: uPVC is very
difficult to ignite via the common sources of fire (matches,
blow lamps etc). In addition, uPVC does not burn once
the source of heat or flame has been removed.
Our profiles are eco-friendly: uPVC provides excellent
insulation in a building, thus reducing heating and cooling
costs and increasing energy efficiency. In addition,
uPVC replaces timber frame windows, thus aiding in the
conservation of valuable hardwoods.

COMPLETE SOLUTIONS FOR ALL PROPERTY OWNERS

RESIDENTIAL:
Magpro systems are modern,
adaptable, affordable and
secure – thus perfectly suited to
the requirements of the residential
market.

HOTELS:
The long-term efficiency and low
maintenance requirements of the
Magpro range is ideal to cope
with the demands of the hospitality
industry.

COMMERCIAL AND
INDUSTRIAL:
Magpro products are competitively
priced and provide a robust and
durable solution in commercial and
industrial buildings.

LOW COST HOUSING:
Magpro uPVC Door and Window
systems are the
cost-effective answer to the needs
of the mass market in low-cost
housing, with durability and easy
maintenance solving numerous
problems.

OUR INSTALLATIONS:
KwaZulu Natal:
Bluewaters Hotel
Protea Hotel Edward
Elarish Restaurant & Conference Centre
Sappi Saiccor-Umkomass
Commercial Cold Storage
Durban North Girls High School
Glenwood Boys High School
Huntsman Tioxide-Umbogintwini
Bluff Lifesavers Club

Johannesburg:
Formula 1 Hotel in Midrand
Sanria Muslim School in Mayfair

Cape Town:
Harbour Edge Hotel – Gordon’s Bay
Island View Apartments – Milnerton
St. Michaels Office Park
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Below: System 100 Side Hung/Casement Windows
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MATERIAL COMPARISONS - uPVC vs Wood vs Aluminium
Material Type

Advantages

Disadvantages

Excellent insulator

Currently available in white only

Reduced air infiltration
Resists condensation
Easy to clean

uPVC

Durability - no pitting, peeling,
rotting, drying out or corroding
Virtually maintenance free
Easy operation
Custom size of opening
Solid colour throughout
Never needs painting

Material Type

Advantages

Disadvantages

Excellent insulator

Absorbs moisture - leads to rotting, warping
and air infiltration
High-maintenance: Requires regular inside
& outside painting

Wood

Inferior milling qualities
Material Type

Advantages

Disadvantages

Won’t rot or warp

Extremely poor insulator
Allows condensation to form

Aluminium

Pits, corrodes, dents and scratches
Most frames and sashes are mechanically
connected which may loosen

Rotting wood
door Jamb

Rotting wood
window

Discarded
Aluminium windows / Doors
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Below: System 100 cottage Pane Windows
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ENERGY EFFICIENCY:
uPVC vs traditional window and door designs

A window’s frame represents about 25% of its area. It’s

Keeping heat in (or out)

therefore important that the frame material be thermally
non-conductive.

Windows are thermal holes. An average home may
lose 30% of its heat or air-conditioning energy through its
windows. Thus, investing in energy-efficient windows will
save money every month.
Windows lose and gain heat by conduction, convection,
radiation and air leakage. This heat transfer is expressed

Frame material

U-value

Aluminium (no thermal break)

1.9 – 2.2

Aluminium (with thermal break)

1.0

Wood and uPVC

0.3 – 0.5

with U-values or U-factors. U-values are the mathematical
inverse of R-values. So an R-value of 2 equals a U-value of

Radiation and convection - gain or loss

1/2, or 0.5. Unlike R-values, lower U-values indicate higher

As can be seen from the table above, the thermal

insulating values.

conduction of temperature changes through uPVC
and wooden frames is much lower than aluminum. It

Energy flaws with traditional systems

is an accepted international practice to double glaze

1.
Conduction

loss in excessive thermal conditions. All Magpro windows

3.
Air Leakage

2.
Radiation

windows and doors to reduce radiation and convection
and doors (except System 50) are manufactured to

Inside
4.
Convection

enable single or double glazing.
Air leakage - Sound isolation
As mentioned above, windows are thermal holes and
allow a significant amount of air to pass through them
- especially windows and doors which open and close.
The rubber seal systems of Magpro windows and doors
however, practically eliminate air leakage and in addition
also provide an effective sound barrier.
Condensation

Outside

Condensation is caused by high thermal conductivity
through window and door frames. Magpro uPVC
products allow low thermal conductivity and are not
prone to condensation, whilst aluminum, which exhibits

KEY
1.

Conduction is the direct transfer of heat through the

high thermal conductivity, may cause condensation and
run-off on the inside of frames.

window to the outdoors.
2.

Radiation is the movement of heat as infrared energy
through the glass.

3.

Air leakage is the passage of heated air through
cracks and around weather stripping.

4.

Convection occurs when air gives up its heat to
the cooler glass and sinks towards the floor. This
movement sucks new, warmer air towards the glass
that is in turn cooled, creating a draft.
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SYSTEM 50
Available in awning and casement options, System 50 is unique to Magpro in
the local market. It features narrower frames and sash profiles, making it an
attractive and cost effective alternative for smaller windows.

SIDE HUNG WINDOWS

5S 69

5SS 129

5S 612

5SS 1212

11
590
9

5T 66

5T 96

5T 126

5T 69

5T 99

5T 129

890

NB OTHER SIZES AVAILABLE ON REQUEST.
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590
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590
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TOP HUNG WINDOWS

Above: System 50 Top hung / Awning Windows
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SYSTEM 100
System 100 comes in a range of styles to suit buildings of any age and
architectural type. It is a highly adaptable system, which can be made to
any size specifications.

TOP HUNG WINDOWS
600 x 600

900 x 600

1200 x 600

1500 x 600

1800 x 600

2100 x 600

2400 x 600

600 x 900

900 x 900

1200 x 900

1500 x 900

1800 x 900

2100 x 900

2400 x 900

600 x 1200

900 x 1200

1200 x 1200

1500 x 1200

1800 x 1200

2100 x 1200

2400 x 1200

600 x 1500

900 x 1500

1200 x 1500

1500 x 1500

1800 x 1500

2100 x 1500

2400 x 1500

NB OTHER SIZES AVAILABLE ON REQUEST.
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SYSTEM 100 CONTINUED...
SIDE HUNG WINDOWS
600 x 900

1200 x 900

1500 x 900

1800 x 900

2100 x 900

2400 x 900

600 x 1200

1200 x 1200

1500 x 1200

1800 x 1200

2100 x 1200

2400 x 1200

600 x 1500

1200 x 1500

1500 x 1500

1800 x 1500

2100 x 1500

2400 x 1500

COTTAGE PANE WINDOWS

600 x 600

900 x 600

600 x 900

1200 x 900

600 x 1200

600 x 1500
600 x 1800

1200 x 600

1500 x 600

1800 x 600

2100 x 600

2400 x 600

1500 x 900

1800 x 900

2100 x 900

2400 x 900

1200 x 1200

1500 x 1200

1800 x 1200

2100 x 1200

2400 x 1200

1200 x 1500

1500 x 1500

1800 x 1500

2100 x 1500

2400 x 1500

NB OTHER SIZES AVAILABLE ON REQUEST.
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Above: System 300 Sliding Windows
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SYSTEM 300
System 300 offers sliding windows in a range of contemporary styles. The
range provides maximum security and operating efficiency.

SLIDING WINDOWS
1190

HS 99

HS 129

1490

1790

2390

HS 189

HS 249

595

2390

595

745

2990

745

890

890

HS 249 XOX

HS 309 XOX

HS 3012 XOX

1190

169
HS 1512

HS 1512

HS 1812

HS 2412 XOX

HS 1215

HS 1515

HS 1815

HS 2415 XOX

1490

HS 1212

HS 3015 XOX

NB OTHER SIZES AVAILABLE ON REQUEST.
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SYSTEM 500
System 500 consists of a range of robust and attractive residential and
French doors.

SIDE HUNG DOORS
W

W

H

H

RESIDENTIAL DOOR
WH

890

FRENCH DOOR

Code No

2090

SD921

WH

1490

2090

DD1521

1790

2090

DD1821

NB OTHER SIZES AVAILABLE ON REQUEST.
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Code No

Above: System 500 French Doors
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SYSTEM 600
System 600 boasts a range of durable and efficient sliding doors, perfectly
suited for the heavier traffic of commercial and residential properties. All
doors are fitted with a multi-point locking system.

SLIDING DOORS
W

W
Door size

H

H

Design Type: XO

W

WH

Left / Right

Right / Lef t

1490 x 2090

6-1521 OX

6-1521 X O

1790 x 2090 6-1821 OX

6-1821 X O

2090 x 2090

6-2112 OX

6-2112 XO

2390 x 2090 6-2421 OX

6-2421 X O

2690 x 2090 6-2721 OX

6-2721 X O

2990 x 2090 6-3021 OX

6-3021 X O

Design Type: OX

WH

H

Design Type: OXXO

NB OTHER SIZES AVAILABLE ON REQUEST.
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Code No

Code No

2090 x 2090

6-3021 OXXO

3590 x 2090

6-3621 OXXO

4190 x 2090

6-4221 OXXO

4790 x 2090

6-4821 OXXO

5390 x 2090

6-5421 OXXO

5990 x 2090

6-6021 OXXO

.

Above: System 600 Sliding Doors
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uPVC CEILINGS AND SKIRTING
THE BENEFITS OF UPVC CEILINGS:
No painting
No rotting, splitting or rusting
Easy to clean
Moisture- and water resistant
Sound- and heat resistant
No condensation
Self-extinguishing
Lightweight, making for easy installation

Technical Specifications:
•

Dimensions: 100mm / 200mm

•

Starter profile u-channel

•

Double wall, rigid uPVC panels, tongue and groove
interlock design

•

Weather-resistant exterior panels available (white only)

•

Laminated panels available

•

Custom lengths available on request (minimum
quantities apply)

THE BENEFITS OF UPVC SKIRTING
Doesn’t absorb water
Non-flammable
Unique concealed cable feature

Pine

Affordable
Maintenance-free
Practical clip system – no nails required

Technical Specifications:
•

Dimensions: 80mm x 18mm

•

Standard Lengths: 3m

•

Thermal expansion: The lineal movement of uPVC-

Royal
Mahogany

foamed profiles is controlled within the cellular
structure. The profile will absorb any strain energy
within itself, thus minimising the need for expansion
allowances.
•

Surface Finish: The profile is encased on its outer surface
with a PVC foil, which is in turn applied with a hot melt
polyurethane adhesive providing an extremely tough
waterproof bond.

•
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Available in white, pine and royal mahogany

White

INSECT SCREEN SYSTEMS FOR WINDOWS AND DOORS
Insect screens have become crucial –
a must for every home, restaurant, hotel
and office. These screens offer not only
protection against insects, but are the
best filter against atmospheric pollution
such as dust particles and pollens.
Small and unobtrusive, the Vertical Retractable Screen
Window applies comfortably to most sash styles. Surface
mounting ensures no interference with the installation of
blinds or curtains.
The elegant and stylish concertina screen door with its nonspring action allows you to leave the screen open in any
position – and it will remain so until you move it!
Available in Natural, white and dark brown

Chain
Operated:

Magnetic
Screen:

RAV4640

XDFD-D

•

Maximum size:

•

Maximum size:

•

1600 x 2500mm

•

1250 x 2200mm

Surface
Mount:

Concertina
Screen:

RAV4238.B

PAH3020D

•

Maximum size:

•

Maximum size:

•

1600 x 2500mm

•

3000 x 2600mm
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Quality uPVC
window and door
systems

AGENT / FABRICATOR

MAGPRO uPVC WINDOW
AND DOOR SYSTEMS
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FACTORY 5-48 FLEETSIDE ROAD,
SILVERGLEN,DURBAN,4092
P.O BOX 34002.NORTHDENE,4064
TEL : +27 31 401 6782 | FAX: +27 31 401 3844
WEBSITE: www.magpro.co.za
EMAIL: sales@magpro.co.za
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